Të nderuar donatorë dhe donatore, dhe të gjithë të interesuar për projektin!
Së pari dëshirojmë t’ju shprehim mirënjohjen dhe falënderimin tonë më të thellë për kontributin tuaj të jashtëzakonshëm në ndërtimin e kishës së parë në botë kushtuar Shën Nënës Terezë në Dugajev.

[bookmark: _Hlk209200870]Me kënaqësi të veçantë ju njoftojmë për rezultatet e shkëlqyera të cilësisë së betonit, të cilat e tejkalojnë dukshëm standardin e kërkuar.

Ju lutemi shikoni dokumentet më poshtë për informacione të hollësishme!









Sqarimi profesional nga z. Nikollë Nikprelaj:
· Pllaka Themeli:
Betoni është punuar me markën C25/30. Standardi minimal për kubzat tona është 25 N/mm², ndërsa rezultati i matjes ka dalë 35,60 N/mm², që do të thotë se pllaka themelore është 10,60 N/mm² më e fortë se standardi i kërkuar, ose 42,4% më e fortë.
· Shtyllat:
Betoni i përdorur është më i fortë, me markën C30/37. Standardi minimal për kubzat tona është 30 N/mm², ndërsa rezultati i matjes ka dalë 42,24 N/mm², që tregon një forcë 12,24 N/mm² më të madhe se standardi minimal, ose 40,8% më i fortë.
Këto rezultate tregojnë një cilësi jashtëzakonisht të lartë të betonit, duke garantuar qëndrueshmëri dhe siguri maksimale të ndërtimit.

Me përshëndetje të përzemërta,
Stafi organizativ
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éshié béré ekzaminimi i mostrave té betonit me forma

Kubike:150%150%150 mm.

TESTIM
L. O89

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150%150mm

t€ pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk ¢shté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client. The laboratory Is not responsible for the location, date, or method of sampling.

) ) No-No: 1.B-03/25 dt.19.09.2025
LSHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Shtyllat

Investitor-Investor: Kisha Katolike

Punékryesi- Contractor: /

RAPORT TESTIMI-TESTING REPORT

Betoni—Concrete:i pérgatitur ne betonierén-prepared on batching plant “Benita”

Agregati — Aggregate :

Cimento —

Aditivi — Additive;

Cement:

sasia — amaunt:

sasia — amaunt:

Uji - Water:

sasia - amaunt:

— (kg/m)
— ke( ke/ kg©)
(li (W/C=_ )

Konsistenca-Consistency: |

Temperatura-Temperature:

Forma e thyerjes se mostres-Shape failure :

C.

e rregullt.

Klasa dhe lloji i betonit-Class and the sort of concrete: C-30/37.
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

cm. (sipas standardit: EN 12350-2 — Klasa S1 S2 S3 S4 85)

Test Nr, | Shenja-Pos. Data e gatit. | Data exam. |[Vjetérsia Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exan. Age Density Compressive
(dité-days) | (kg/m?) Strength (N/mm?)
Nr.37984 | Shtyllat 17.06.25 19.09.25 >28 2290 42.24
-1/~ -//- -//- -//- -1/~ -//- -//-

Shenim: Raporti viené vetém pér mostrén e testuar

Pérpunoi —

c—

Author person,

Baton Nura, Bsc.ndért;

Vértetoi — 177?71

Dr.sc Naser Kabashi, ing. dipl

Ky raport nuk mund té kopjohet pérveg se né formé té ploté dhe me aprovimin e laboratorit NSH"[BMS”
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Parashtruesi i kérkesés

- e-mail: ibms.pr@amail.com

DAK

- Requested by:

“BENITA”

Né bazé (& - Acording to: Kérkesés -Request Nr - No.1450/25 (& dates - date: 19.09.2025

éshié béré ekzaminimi i mostrave té betonit me forma

Kubike:150%150%150 mm.

TESTIM
L. O89

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150%150mm

t€ pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk ¢shté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client. The laboratory Is not responsible for the location, date, or method of sampling.

) ) No-No: 1.B-03/25 dt.19.09.2025
LSHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Shtyllat

Investitor-Investor: Kisha Katolike

Punékryesi- Contractor: /

RAPORT TESTIMI-TESTING REPORT

Betoni—Concrete:i pérgatitur ne betonierén-prepared on batching plant “Benita”

Agregati — Aggregate :

Cimento —

Aditivi — Additive;

Cement:

sasia — amaunt:

sasia — amaunt:

Uji - Water:

sasia - amaunt:

— (kg/m)
— ke( ke/ kg©)
(li (W/C=_ )

Konsistenca-Consistency: |

Temperatura-Temperature:

Forma e thyerjes se mostres-Shape failure :

C.

e rregullt.

Klasa dhe lloji i betonit-Class and the sort of concrete: C-30/37.
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

cm. (sipas standardit: EN 12350-2 — Klasa S1 S2 S3 S4 85)

Test Nr, | Shenja-Pos. Data e gatit. | Data exam. |[Vjetérsia Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exan. Age Density Compressive
(dité-days) | (kg/m?) Strength (N/mm?)
Nr.37984 | Shtyllat 17.06.25 19.09.25 >28 2290 42.24
-1/~ -//- -//- -//- -1/~ -//- -//-

Shenim: Raporti viené vetém pér mostrén e testuar

Pérpunoi —

c—

Author person,

Baton Nura, Bsc.ndért;

Vértetoi — 177?71

Dr.sc Naser Kabashi, ing. dipl

Ky raport nuk mund té kopjohet pérveg se né formé té ploté dhe me aprovimin e laboratorit NSH"[BMS”
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DAK

Parashitruesi i kérkesés - Requested by:

“BENITA”

N& bazé (€ - Acording 10: Kérkesés -Request Nr - No.1450/25 (& dates - date: 19.09.2025

éshté béré ekzaminimi i mostrave té betonit me forma :

Kubike:150%150% 150 mm.

TESTIM
L. 089

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150%150mm

t&é pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk éshté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client, The laboratory is not responsible for the location, date, or method of sampling.

RAPORT TESTIMI-TESTING REPORT

No-No: 1.B-02/25 dt.19.09.2025
LSHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Shtyllat

Investitor-frvesior: Kisha Katolike

Punékryesi- Contractor: /

Betoni—Concrefe:i pérgatitur ne betonierén-prepared on baiching plant “Benita”

Agregati — Aggregale ;
Cimento — Cement:
Aditivi — Additive:

Uji - Water:

sasia — amaunt:

sasia - amaunt:

Konsistenca-Consistency.___cm. (

Temperatura-Temperature:
Forma e thyerjes se mostres-Shape failure : e rregullt.
Klasa dhe lloji i betonit-Class and the sort of concrete: C-30/37.
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

C

sasia — amaimt: (kg/m?)

kg ( kg/ kg )

(lit) (W/C=

)

sipas standardit: EN 12350-2 — Klasa S1 S2 S3 S4 S5)

Test Nr. | Shenja-Pos. Data e gatit. | Data exam. |Vjetérsia Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exam. Age Density Compressive
(dité-days) | (kg/m?) Strength (N/mm?)
Nr.37993| Shtyllat 13.05.25 19.09.25 >28 2290 40.20
-//- -f/- ~//- -1/~ -l/- -//- -1/~

Shenim: Raporti viené vetém pér mostrén e testuar

Pérl?,unoi“—ﬁmhor person,

Baton Nu

ra, Bs¢.ndért,

Vértetoi — Vefifigld,

Dr.sc Naser Kabashi, ing.dipl

Ky raport nuk mund (é kopjohet pérveg se né formé té ploté dhe me aprovimin e laboraiorit NSH”IBMS”
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DAK

Parashitruesi i kérkesés - Requested by:

“BENITA”

N& bazé (€ - Acording 10: Kérkesés -Request Nr - No.1450/25 (& dates - date: 19.09.2025

éshté béré ekzaminimi i mostrave té betonit me forma :

Kubike:150%150% 150 mm.

TESTIM
L. 089

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150%150mm

t&é pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk éshté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client, The laboratory is not responsible for the location, date, or method of sampling.

RAPORT TESTIMI-TESTING REPORT

No-No: 1.B-02/25 dt.19.09.2025
LSHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Shtyllat

Investitor-frvesior: Kisha Katolike

Punékryesi- Contractor: /

Betoni—Concrefe:i pérgatitur ne betonierén-prepared on baiching plant “Benita”

Agregati — Aggregale ;
Cimento — Cement:
Aditivi — Additive:

Uji - Water:

sasia — amaunt:

sasia - amaunt:

Konsistenca-Consistency.___cm. (

Temperatura-Temperature:
Forma e thyerjes se mostres-Shape failure : e rregullt.
Klasa dhe lloji i betonit-Class and the sort of concrete: C-30/37.
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

C

sasia — amaimt: (kg/m?)

kg ( kg/ kg )

(lit) (W/C=

)

sipas standardit: EN 12350-2 — Klasa S1 S2 S3 S4 S5)

Test Nr. | Shenja-Pos. Data e gatit. | Data exam. |Vjetérsia Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exam. Age Density Compressive
(dité-days) | (kg/m?) Strength (N/mm?)
Nr.37993| Shtyllat 13.05.25 19.09.25 >28 2290 40.20
-//- -f/- ~//- -1/~ -l/- -//- -1/~

Shenim: Raporti viené vetém pér mostrén e testuar

Pérl?,unoi“—ﬁmhor person,

Baton Nu

ra, Bs¢.ndért,

Vértetoi — Vefifigld,

Dr.sc Naser Kabashi, ing.dipl

Ky raport nuk mund (é kopjohet pérveg se né formé té ploté dhe me aprovimin e laboraiorit NSH”IBMS”
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N. SH. "IBMS"

Institute for Building Material and Structures
Instituti | Materiale Ndértimore dhe Konslruksioneve

Tel+383(0)44 111921, +383(0)49 224870
e-mail; ibms.pr@gmail.com

b Rr."A. Ramadani” Nr.74i2, Lagja e Universitelil - Prishting

DAK

Parashtruesi i kérkesés - Requested by:

“BENITA”

N bazé (€ - dcording to; Kérkesés -Requesi Nr - No, 1450/25 (& dales - date: 19.09.2025

éshté béré ekzaminimi i mostrave té betonit me forma

Kubike:150%150%150 mm.

TESTIM
L. 089

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150% 15 0num

(¢ pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk éshté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client, The laboratory is not responsible for the location, date, or method of sampling.

No-No: 1.B-01/25 dt.19.09.2025
L.SHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Themel pllaka

Investitor-Investor: Kisha Katolike

Punékryesi- Contractor: /

RAPORT TESTIMI-TESTING REPORT

Betoni—Concrete:i pérgatitur ne betonierén-prepared on baiching plant “Benita”

Agregati — Aggregate :
Cimento — Cement:
Aditivi — Additive:

Uji - Water:

sasia - amaunt;

sasia — amaunt: (kg/m?)
sasia — amaunt: ke ( kg/ kgC)

(lit) (W/C=

)

Konsistenca-Consisiency.___cm. (sipas standardit: EN 12350-2 — Klasa ST S2 S3 S4 8§5)
Temperatura-Temperaiure: i
Forma e thyerjes se mostres-Shape failure : e rregullt.
Klasa dhe lloji i betonit-Class and the sort of concrete: C-25/30,
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

(@

Test Nr. | Shenja-Pos. Data e gatit. | Data exam. |Vjetérsin | Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exam. Age Density Compressive
(dité-days) | (kg/m*) Strength (N/mm?)
Nr.37986 | Themel pllaka 26.04.25 19.09.25 >28 2300 35.60
-//- -1/~ -//- -//- -//- -f/- -//-

Shenim: Raporti viené vetém pér mostrén e testuar

Pérpunoi — Author person,
/

r

)

Baton Nura, Bse.ndert.—

Vértetoi — %1]‘%
'

Dr.sc Naser Kabashi, ing.dipl

Ky raport nuk mund té kopjohet pérveg se né formé té ploté dhe me aprovimin e laboratorit NSH”IBMS”
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Instituti | Materiale Ndértimore dhe Konslruksioneve
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b Rr."A. Ramadani” Nr.74i2, Lagja e Universitelil - Prishting

DAK

Parashtruesi i kérkesés - Requested by:

“BENITA”

N bazé (€ - dcording to; Kérkesés -Requesi Nr - No, 1450/25 (& dales - date: 19.09.2025

éshté béré ekzaminimi i mostrave té betonit me forma

Kubike:150%150%150 mm.

TESTIM
L. 089

The examination of the concrete specimens was carried out on a cube(s)with dimensions:150%150% 15 0num

(¢ pérgaditura né — prepar in the: kantierin e ndértimit (Site) .

Mostrat jané sjellé nga klienti. Laboratori nuk éshté pérgjegjés pér vendin, datén dhe ményrén e marrjes sé tyre.
Samples were provided by the client, The laboratory is not responsible for the location, date, or method of sampling.

No-No: 1.B-01/25 dt.19.09.2025
L.SHENIMET E POROSITESIT — NOTES OF THE ORDER

Objekti-Object: Kisha Katolike — Dogojev Kliné

Pos: Themel pllaka

Investitor-Investor: Kisha Katolike

Punékryesi- Contractor: /

RAPORT TESTIMI-TESTING REPORT

Betoni—Concrete:i pérgatitur ne betonierén-prepared on baiching plant “Benita”

Agregati — Aggregate :
Cimento — Cement:
Aditivi — Additive:

Uji - Water:

sasia - amaunt;

sasia — amaunt: (kg/m?)
sasia — amaunt: ke ( kg/ kgC)

(lit) (W/C=

)

Konsistenca-Consisiency.___cm. (sipas standardit: EN 12350-2 — Klasa ST S2 S3 S4 8§5)
Temperatura-Temperaiure: i
Forma e thyerjes se mostres-Shape failure : e rregullt.
Klasa dhe lloji i betonit-Class and the sort of concrete: C-25/30,
2. REZULTATET E EKZAMINIMIT - THE RESULTS OF THE EXIMINATION: EN 12390-3

(@

Test Nr. | Shenja-Pos. Data e gatit. | Data exam. |Vjetérsin | Masa véll. | Rezist.né shtypje
Test No. | Sign.-Position Date of prep. | Date of exam. Age Density Compressive
(dité-days) | (kg/m*) Strength (N/mm?)
Nr.37986 | Themel pllaka 26.04.25 19.09.25 >28 2300 35.60
-//- -1/~ -//- -//- -//- -f/- -//-

Shenim: Raporti viené vetém pér mostrén e testuar

Pérpunoi — Author person,
/

r

)

Baton Nura, Bse.ndert.—

Vértetoi — %1]‘%
'

Dr.sc Naser Kabashi, ing.dipl

Ky raport nuk mund té kopjohet pérveg se né formé té ploté dhe me aprovimin e laboratorit NSH”IBMS”
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Të nderuar donatorë dhe donatore, dhe të gjithë të interesuar për projektin !   Së pari dëshirojmë t’ju shprehim mirënjohjen dhe falënderimin tonë më të thellë për  kontributin tuaj të jashtëzakonshëm në ndërtimin e kishës së parë në botë kushtuar Shën  Nënës Terezë në Dugajev.     Me kënaqësi të veçantë ju njoftojmë për rezultatet e shkëlqyera të cilësisë së betonit, të cilat  e tejkalojnë dukshëm standardin e kërkuar.     Ju lutemi shikoni dokumentet më poshtë për informacione të hollësishme !    
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    Sqarimi profesional nga z. Nikollë Nikprelaj:      Pllaka  Th emeli:   Betoni është punuar me markën  C25/30 . Standardi minimal për kubzat tona është  25  N/mm² , ndërsa rezultati i matjes ka dalë  35,60 N/mm² , që do të thotë se pllaka  themelore është  10,60 N/mm²   më e fortë se standardi i kërkuar, ose  42,4%   më e  fortë.      Shtyllat:   Betoni i përdorur është më i fortë, me markën  C30/37 . Standardi minimal për kubzat  tona është  30 N/mm² , ndërsa rezultati i matjes ka dalë  42,24 N/mm² , që tregon një  forcë  12,24 N/mm²   më të madhe se standardi minimal, ose  40,8%   më i fortë.   Këto rezultate tregojnë një cilësi jashtëzakonisht të lartë të betonit, duke garantuar  qëndrueshmëri dhe siguri maksimale të ndërtimit.     Me përshëndetje të përzemërta,   Stafi organizativ  

